
Contact your sales representative for more information or visit our website at mainlinecollection.com

Product Specifications

FEATURES
• Recommended for gas and electric water heaters

• Protects against water damage

• Made from the safest, strongest and most innovative 
polymer on the market

• Extremely tough and extremely flexible

• Pre-drilled 1” drain hole 

• Includes 1-1/2" PVC or 1” CPVC drain adapter
• 2-1/2" deep

• Complies with IRC P2801.6, IPC 504.7 and UPC 507.5

• ASTM E-84 class A rating

PRO Series Water Heater Pans
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Warranty
See warranty information for more details.

All dimensions listed are nominal. MAINLINE® reserves the right to make product and material changes at any time without notice.
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Submit Part # Description

Drain

Connection

MLP19PC 19" ID x 20-3/4" OD Poly Pan CPVC

MLP19PP 19" ID x 20-3/4" OD Poly Pan PVC

MLP21PC 21" ID x 22-3/4" OD Poly Pan CPVC

MLP21PP 21" ID x 22-3/4" OD Poly Pan PVC

MLP23PC 23" ID x 24-3/4" OD Poly Pan CPVC

MLP23PP 23" ID x 24-3/4" OD Poly Pan PVC

MLP25PC 25" ID x 26-3/4" OD Poly Pan CPVC

MLP25PP 25" ID x 26-3/4" OD Poly Pan PVC

MLP27PC 27" ID x 28-3/4" OD Poly Pan CPVC

MLP27PP 27" ID x 28-3/4" OD Poly Pan PVC

MLP31PC 31" ID x 32-3/4" OD Poly Pan CPVC

MLP31PP 31" ID x 32-3/4" OD Poly Pan PVC

INTSTALLATION NOTES
• Caution: to ensure proper performance of product, instructions must be followed.

• Inspect the drain pan for any shipping damage that may have occurred. If cracked or broken, DO NOT USE.

• Attach Fitting – remove zinc nut - leave the rubber washer on the fitting - push the threads through the outside of 
the pan to the inside of the pan - attach the zinc nut to the fitting inside the pan - tighten to slightly compress the 

rubber washer – DO NOT OVER TIGHTEN

• Make sure the pan-mounting surface is level and free of any and all debris.

• Place the water tank inside the pan.
• When brazing plumbing, take precautions to prevent pan from coming in contact with torch heat or brazing 

materials.

• Plumb drain pan, if required, In accordance with local applicable codes.


